DIP PUSH BUTTON SLIDE ROCKER TOGGLE INDEX

TACT

?@ ROTARY Recessed & High Actuator &5’

SPECIFICATIONS

CONTACT RATING: 24VDC, 25mA (switching Rating) STORAGE TEMPERATURE: -40°C to 85°C
50VDC, 100mA (non-switching RatBQLDERABILITY: 230+5°C 3+sec. 75%

ELECTRICAL LIFE: Contact Resistance. SOLDER RESISTANCE: Automatic Soldering
200mQ max. 20,000 cycles. HUMIDITY: 40+2°C 90~95% RH for 96 hours.

CONTACT RESISTANCE: 100 mQ max. (initial) TERMAL TEST: 85+2°C FOR 96 hours

INSULATION RESISTANCE: 100 MQ min. at 250 VDC COLD TEST: =40°C=+2°C for 96 hours
OPERATION FORCE: (200gf.cm) max
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Soldering Plating
B 0= A = Terminal:
5E L@ e S Gold plated over nickel
o5l |25 20 Actuator Type:
Loz} ™ 100] LML 185005, — Number of Terminals [J= Recessed Actuator
4= 4x1 H= High Actuator
3= 3x3 M= 3.2 mm
2= 3x2

Terminal Type
H= Through Hole
V= Right angle
M= S.M.T
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