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( KRS ELTSLIW-6 Washable Tact Switches

RoHS;
Compliant

" (&

SPECIFICATIONS
ELECTRICAL LIFE : 500,000 cycles min, for

ELTSO W-69, 67, 65, 64

100,000 cycles min. for
ELTSO W-66, 68
CONTACT RESISTANCE: 100m& max
INSULATION RESISTANCE:100MQ min. 500VDC
DIELECTRIC STRENGTH: 250VAC/1 min
OPERATION FORCE:
360+90gf, Transparent(T), ELTS [ W-65,67,69
260+70gf, Red(R), ELTS O W-64, 65, 67, 69
180+50gf, Brown(N), ELTS O W-64, 65, 67, 69
160+50gf, Brown(N), ELTS O W-66
160+509gf, Silver(S), ELTS OW-68
STORAGE TEMPERATURE: -30°C to +80°C
CONTACT ARRANGEMENT: 1 pole 1 throw

MATERIALS
COVER - Stainless steel.

BASE - UL94V-0 Nylon High—-Temp. Thermoplastic(Black)

CONTACT DISC - Phosphor bronze with silver cladding
TERMINAL - Brass with silver cladding

ELTSMW-66N|ELTSMW-68S ELTS(HYMW-
ITEM NO. ELTSHW-66N|ELTSHW-68S 69,67,65,64N (R
69, 67T
High— Temp.
Thermoplastic
STEM Nylon UL 94V-0| None None
Color:
Brown(N),160gf
ADHESIVE TAPE | Resin—based Resin—Based None
Brass with Brass with Nickel
METAL STEM . Plated None
Nickel plated |50\ Siver (s), 160
SEALED RUBBER | None None Silicone Rubber
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DIMENSIONS
ELTSHW-66 ELTSHW-68 ELTSHW-69,67,65,64
[35% oF
g = ] )
g B

]

[H]

= ok
L 28 T
8 +
6504050 =18 1256 £.020]
[.256 +.020] - [73??;%52%]
7.90:0.50
[3112.020]
ELTSIW-66 ELTSIJW-68
6.20
[244]
€
; J
3 m 1
@ %
B U B
]

3.1079029)
[1227%%]

0.40
[.016]

L [
b
3
B
6.50+0.50

1256 £.020]
[.311+.020]

[[138 £.020]

[248]

ELTSMW-66
ELTSMW-68
9.00
[.354]
6.20
o g °
| A—
7 & I
B
= ol ;
| £ : {1
8 + _
%o'mwo' §§ o~ia g é
ole SM
g3 =K
o2

ELTSIJW-69,67,65,64

23 KN ]jg
23 Kj i

[.248]

112

1 [
‘ :
E=HEE 3
{= ) = °
. N 4.50 _ 5.80
0~10 Ti77] g|@ [288]
6.80 5|8

ELTSMW-69,67,65,64

9.00

[.354]
6.20
[.244]
€ jg
[y = S|2
At
C? e 95gEs
b R
——

[.248]

[H]

0.10+010 [ H
[.004 +.004]

F-06

TACT



on @ ETsOW-e Tact Switches

TACT

HOW TO ORDER
ELTSOW-000-0 O

RoHS code
H = RoHS Compliant
Package Style:

[ 1 =Bulk
B = Tube
T/R = Tape & Reel

Color of Stem For Operating Force:

A N= Brown,160gf(66N),180gf(69N, 67N, 65N, 64N)
S= Salmon, 160gf
R= Red, 260gf
T= Transparent, 360gf (69T, 67T, 65T)

Dimension H:
64=4.5mm (N, R)
65=3.5mm (N, R, T)
66=3.1mm (N)
67=5.2mm (N, R, T)
(S
(

68=2.3mm (S)
69=3.8mm (N, R, T)

H= Through Hole Terminals
M= Surface Mounting Terminals
J = J Type Surface Mounting
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